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PGBpion uyoug ¢ édpag

I va puByiceTe To UYog Tou kaBicyarog, avadnTioTe To JOXAS (A) KaTw ko Begid amé TV £dpa Tou KaBiopatog. Evw KaBeaTe TPARRETE TTPOG T ETTAVL) TO LOXAS YIC VO XOUNAWOETE
10 Uyog Tou kabioparog. MNa va uPwaeTe To KaBioua, avaonkwoeiTe Tpapuivrag 10 HoXAS TIPOG Ta ETMAVW.

Seat height adjustment

For adjusting the seat height, you will find a lever (A) undemeath the right side of the seat. While seated, pull the lever upwards to lower the seat height. When you take your weight

off the seat and you pull the lever upwards, the seat rises.
PaBpion kAiong tng TAGTNG

v apiotepr] TAEUpd kaTw oo T0 KGBIopa uTapyel o poxASS (B). TpaBrte Tov Tipog Ta emévw, evid kGBeaTe kK Oa evepyotronBei o pnxaviopés Synchro Trou emTpémer T
ouyypoviopévn avékhion g £5pag - mAdmng. AuvarénTa otaBepotoinang ae 7 Béaeig. MOAig Bpeite v emBupun Béon mEGTE T0 HOXAS TIPOG Ta KATW YIa va KAEIBWOEL.
H okAnpémra g mAdTnG pmopei va puBpioTei avahoya pe To Bapog Tou XprioTn pe ) Borj@eia mg paviBéhag (C) mou Bpioketal karw amo v £dpa.

Tilt adjustment of the backrest

On the left side under the seat is a handle (B) that you can press upwards while seated. This activates the combined (synchronized} tilting mechanism of seat and backrest.
There are seven different positions for a seat - back reclination. When you find the desired position press the handle downwards to lock. The backrest tension can be adjusted

to your bodyweight via the crank (C) which is located below the seat.
PUBpion Baboug €dpag

v de€id mheupd Tou kaBiopatog Bpioketal Eva HIkpd koppio (D). MiéoTe To kopBio pUBuiong, Evid KGBEOTE OTO KABITHA KA1 TNIEGTE TTPOG T TTHOW WE TNV TTAGT Oag.
Karémiv, petakiveioTe Tn 8éan Tipog 1a epTTpog Kan ameAeuBepL)aTe To koppio 61av n Béon eBdoel oto emBupnTd onueio. H Béon umopei va puBpicTel katd 6 cm.

Seat Depth Adjustment

On the right side of the seat, there is a small button (D). while seated, press this adjusting button and lean against the backrest. Then move the seat forward against the gas spring

pressure and release the button when the seat reaches the desired position. The seat can be adjusted up to 6 cm.

PaBpion Bpayidvwv

To yog Twv Ppaxiévwy pTopei va pubpioTei pe 1o koupio (F). Miéovrag 1o koppio (F), kiviioTe Ti@vw - karw 1o Bpayiova. EAcuBepware To kopBio drav Bpeite To emBupnTé Uyog.
01 Bpayioveg perakivolvran péaa - £§w péow Tou aTpogeiou (G) rou uTrapxEel oTo kdTw pépog Tou Kabioparog. O emedveieg Twv Bpayidvwy pTopolv va KIvnBoulv TTPog Ta eRTTPS
Kan Triow mECOVTAg TG TIpog v emBupnTr karetBuvon. Emiong pmopouv va miepioTpagpouv Se€id kal apioTepd, ue autéparo kolutwya oy emBuunT 6¢on.

Adjustment of the armrest

The height of the armrests can be adjusted using the (F) button. Pushing the button and move the armrest up or down. When you find the desired height, release the button.
The arms are also moving inwards and outwards using the cork (G) that exists underneath them. The surface of the armrests can be moved forward and backwards by pressing towards

the desired direction. The armrest pads can be rotated right and left with automatic locking in the preferred position.
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APOLLO

KaBiopa d1eubuvtikd pe pnxaviopd Synchro
Managerial chair with a Synchro mechanism
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To mpoidv karaokeudletan £ ohokAfjpou otnv EAMGOa / Made in Greece
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MAdTn-édpa / Back-seat
1 TEMAYIO

1 piece

‘EpBoho / Piston
1 TEUAYIO

1 piece

Mevrdveupo / Five-star base
1 TepdyIo

1 piece

@ TotroBéTnon eufoAou ato revraveupo / Placing the piston on the base

KaBdpaoTe pe d0vapn yio va KOUPTIWOEL O UNXAVIOHOG

Seat with force in order to place the mechanism.
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